& WYDOT Historical Information Report

Disclaimer

This report was generated automatically from currently available data. Therefore, it may not be a complete accounting of actual events.

Search Criteria

e Route: 180

From Milepost: 0.000

To Milepost: 402.780

From Date: 02/18/2023 00:00
To Date: 02/28/2023 07:00

Items Included

o Closures to All Vehicles
o Restrictions:

e Closures to Light High-Profile Vehicles
e Advisories:

e Extreme Blow-Over Risk
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Conditions, Advisories and Restrictions

Closures and Restrictions for Evanston: 180 between the Utah State Line and Evanston (Milepost 0.000 to 6.260)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 Removed _
02/25/23 05:06 Added EB | Rolling Closure —
02/25/23 06:06 | Removed _

Conditions and Advisories for Evanston: 180 between the Utah State Line and Evanston (Milepost 0.000 to 6.260)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/25/23 05:06 | —
02/25/23 06:06 | —

Closures and Restrictions for Evanston: 180 between Evanston and Exit 18, US 189 (Milepost 6.260 to 18.290)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 03:46 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Evanston: 180 between Evanston and Exit 18, US 189 (Milepost 6.260 to 18.290), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:06

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Evanston: 180 between Evanston and Exit 18, US 189 (Milepost 6.260 to 18.290), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Evanston: 180 between Evanston and Exit 18, US 189 (Milepost 6.260 to 18.290)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 03:46 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 1750 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 1431 | —
02/24/23 20:06 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Evanston: 180 between Exit 18, US 189 and Exit 30, Bigelow Rd (Milepost 18.290 to 30.400)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 03:46 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Evanston: 180 between Exit 18, US 189 and Exit 30, Bigelow Rd (Milepost 18.290 to 30.400), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:06

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Evanston: 180 between Exit 18, US 189 and Exit 30, Bigelow Rd (Milepost 18.290 to 30.400), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Evanston: 180 between Exit 18, US 189 and Exit 30, Bigelow Rd (Milepost 18.290 to 30.400)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 03:46 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 1750 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 1431 | —
02/24/23 20:06 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Lyman: 180 between Exit 30, Bigelow Rd and Exit 39, WY 412/414 (Milepost 30.400 to 39.900)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Lyman: 180 between Exit 30, Bigelow Rd and Exit 39, WY 412/414 (Milepost 30.400 to 39.900), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:07

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Lyman: 180 between Exit 30, Bigelow Rd and Exit 39, WY 412/414 (Milepost 30.400 to 39.900), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Lyman: 180 between Exit 30, Bigelow Rd and Exit 39, WY 412/414 (Milepost 30.400 to 39.900)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 17:50 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 14:31 | —
02/24/23 20:07 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Lyman: 180 between Exit 39, WY 412/414 and MM 57, Sweetwater County Line (Milepost 39.900 to 57.000)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Lyman: 180 between Exit 39, WY 412/414 and MM 57, Sweetwater County Line (Milepost 39.900 to 57.000), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:07

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Lyman: 180 between Exit 39, WY 412/414 and MM 57, Sweetwater County Line (Milepost 39.900 to 57.000), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Lyman: 180 between Exit 39, WY 412/414 and MM 57, Sweetwater County Line (Milepost 39.900 to 57.000)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 17:50 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 14:31 | —
02/24/23 20:07 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Granger: 180 between MM 57, Uinta County Line and Exit 66, Granger Jct (Milepost 57.000 to 66.170)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Granger: 180 between MM 57, Uinta County Line and Exit 66, Granger Jct (Milepost 57.000 to 66.170), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:07

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Granger: 180 between MM 57, Uinta County Line and Exit 66, Granger Jct (Milepost 57.000 to 66.170), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Granger: 180 between MM 57, Uinta County Line and Exit 66, Granger Jct (Milepost 57.000 to 66.170)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 17:50 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 14:31 | —
02/24/23 20:07 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Granger: 180 between Exit 66, Granger Jct and Exit 83, La Barge Rd (Milepost 66.170 to 83.010)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 Updated | EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Granger: 180 between Exit 66, Granger Jct and Exit 83, La Barge Rd (Milepost 66.170 to 83.010), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:23

Updated

EB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:50

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:22

Updated

EB

Rolling Closure

02/23/23 14:32

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:54

Updated

EB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:31

Updated

EB

Rolling Closure

02/24/23 20:07

Removed

02/25/23 05:01

Added

EB

Rolling Closure
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Closures and Restrictions for Granger: 180 between Exit 66, Granger Jct and Exit 83, La Barge Rd (Milepost 66.170 to 83.010), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 12:09 Removed _

Conditions and Advisories for Granger: 180 between Exit 66, Granger Jct and Exit 83, La Barge Rd (Milepost 66.170 to 83.010)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/22/23 17:23 | —
02/22/23 17:50 | —
02/23/23 14:22 | —
02/23/23 14:32 | —
02/24/23 09:54 | —
02/24/23 14:31 | —
02/24/23 20:07 | —
02/25/23 05:01 | —
02/25/23 12:09 | —

Closures and Restrictions for Rock Springs: 180 between Exit 83, La Barge Rd and Exit 91, Flaming Gorge Way (Milepost 83.010 to 91.000)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:45 Removed _
02/22/23 10:48 | Added EB | Winter Conditions —
02/22/23 10:58 | Removed _
02/25/23 05:01 | Added EB | Rolling Closure —

Continued . ..
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Closures and Restrictions for Rock Springs: 180 between Exit 83, La Barge Rd and Exit 91, Flaming Gorge Way (Milepost 83.010 to 91.000), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/25/23 06:06 | Removed _

Conditions and Advisories for Rock Springs: 180 between Exit 83, La Barge Rd and Exit 91, Flaming Gorge Way (Milepost 83.010 to 91.000)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:45 | —
02/22/23 10:48 | —
02/22/23 1058 | —
02/25/23 05:01 | —
02/25/23 06:06 | —

Closures and Restrictions for Rock Springs: 180 between Exit 91, Flaming Gorge Way and Exit 104, Rock Springs (Milepost 91.000 to 104.830)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 | Added EB | Rolling Closure —
02/22/23 05:50 Updated | EB | Winter Conditions —
02/22/23 10:58 Removed _
02/25/23 05:01 | Added EB | Rolling Closure —
02/25/23 06:06 | Removed _
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Conditions and Advisories for Rock Springs: 180 between Exit 91, Flaming Gorge Way and Exit 104, Rock Springs (Milepost 91.000 to 104.830)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/25/23 05:01 | —
02/25/23 06:06 | —

Closures and Restrictions for Rock Springs: 180 between Exit 104, Rock Springs and Exit 111, Airport and Baxter Roads (Milepost 104.830 to 111.160)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/22/23 00:01 | Added EB | Rolling Closure —
02/22/23 05:50 | Updated | EB | Winter Conditions —
02/22/23 10:58 | Removed —
02/25/23 05:01 | Added EB | Rolling Closure —
02/25/23 06:06 | Removed —

Conditions and Advisories for Rock Springs: 180 between Exit 104, Rock Springs and Exit 111, Airport and Baxter Roads (Milepost 104.830 to 111.160)

Extreme
Date/Time Blow-Over
Risk
02/22/23 00:01 | —
02/22/23 05:50 | —
02/22/23 10:58 | —
02/25/23 05:01 | —
02/25/23 06:06 | —
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Closures and Restrictions for Rock Springs: 180 between Exit 111, Airport and Baxter Roads and Point of Rocks (Milepost 111.160 to 130.840)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 11:26

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

B

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

02/24/23 14:15

Updated

EB

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23
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Closures and Restrictions for Rock Springs: 180 between Exit 111, Airport and Baxter Roads and Point of Rocks (Milepost 111.160 to 130.840), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/24/23 14:32 Updated | EB | Winter Conditions —
02/24/23 20:04 | Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 11:55 Removed —
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Rock Springs: 180 between Exit 111, Airport and Baxter Roads and Point of Rocks (Milepost 111.160 to 130.840)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:26 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/22/23 01:23 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:04 | —
02/25/23 01:46 | —
02/25/23 11:55 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —
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Closures and Restrictions for Patrick Draw: 180 between Point of Rocks and Exit 142, Bitter Creek (Milepost 130.840 to 142.170)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 11:26

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

B

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

02/24/23 14:15

Updated

EB

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23
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Closures and Restrictions for Patrick Draw: 180 between Point of Rocks and Exit 142, Bitter Creek (Milepost 130.840 to 142.170), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/24/23 14:32 Updated | EB | Winter Conditions —
02/24/23 20:07 | Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 12:00 Removed —
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Patrick Draw: 180 between Point of Rocks and Exit 142, Bitter Creek (Milepost 130.840 to 142.170)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:26 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/22/23 01:23 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:07 | —
02/25/23 01:46 | —
02/25/23 12:00 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —
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Closures and Restrictions for Patrick Draw: 180 between Exit 142, Bitter Creek and Exit 158, Tipton Rd (Milepost 142.170 to 158.550)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 11:26

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

B

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

02/24/23 14:15

Updated

EB

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23
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Closures and Restrictions for Patrick Draw: 180 between Exit 142, Bitter Creek and Exit 158, Tipton Rd (Milepost 142.170 to 158.550), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/24/23 14:32 Updated | EB | Winter Conditions —
02/24/23 20:07 | Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 12:00 Removed —
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Patrick Draw: 180 between Exit 142, Bitter Creek and Exit 158, Tipton Rd (Milepost 142.170 to 158.550)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:26 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/22/23 01:23 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:07 | —
02/25/23 01:46 | —
02/25/23 12:00 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —
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Closures and Restrictions for Wamsutter: 180 between Exit 158, Tipton Rd and Wamsutter (Milepost 158.550 to 173.410)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 11:26

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

B

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

02/24/23 14:15

Updated

EB

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

Generated on February 28, 2023

Continued . ..

Page 23 of[62



& WYDOT Historical Information Report

Closures and Restrictions for Wamsutter: 180 between Exit 158, Tipton Rd and Wamsutter (Milepost 158.550 to 173.410), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/24/23 14:32 Updated | EB | Winter Conditions —
02/24/23 20:07 | Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 12:00 Removed —
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Wamsutter: 180 between Exit 158, Tipton Rd and Wamsutter (Milepost 158.550 to 173.410)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:26 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/22/23 01:23 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:07 | —
02/25/23 01:46 | —
02/25/23 12:00 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —
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Closures and Restrictions for Wamsutter: 180 between Wamsutter and Exit 187, Creston Jct (Milepost 173.410 to 187.200)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 11:26

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

B

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23

02/24/23 14:15

Updated

EB

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23
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Closures and Restrictions for Wamsutter: 180 between Wamsutter and Exit 187, Creston Jct (Milepost 173.410 to 187.200), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/24/23 14:32 Updated | EB | Winter Conditions —
02/24/23 20:07 | Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 12:00 Removed —
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Wamsutter: 180 between Wamsutter and Exit 187, Creston Jct (Milepost 173.410 to 187.200)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:26 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/22/23 01:23 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:07 | —
02/25/23 01:46 | —
02/25/23 12:00 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —
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Closures and Restrictions for Rawlins: 180 between Exit 187, Creston Jct and Rawlins (Milepost 187.200 to 209.500)

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/19/23 16:07

Added

EB

Rolling Closure

02/20/23 23:20

Removed

02/21/23 06:16

Added

EB

Rolling Closure

02/21/23 15:06

Removed

02/21/23 15:16

Added

EB

Rolling Closure

02/22/23 01:23

Updated

Winter Conditions

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 14:08

Updated

Winter Conditions

02/23/23 14:32

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/24/23, crews will
reevaluate on the
morning of 2/24/23

02/24/23 09:51

Updated

Custom Closure
Reason: Winter
Conditions, |-80
crews will reevaluate
on the evening of
2/24/23
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Closures and Restrictions for Rawlins: 180 between Exit 187, Creston Jct and Rawlins (Milepost 187.200 to 209.500), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

Custom Closure
Reason: Winter

02/24/23 14:15 | Updated | gp | —onditions: 1-80 —
crews will reevaluate

on the evening of
2/24/23

02/24/23 14:32 | Updated | EB | Winter Conditions —
02/24/23 20:08 Removed —
02/25/23 01:46 | Added EB | Rolling Closure —
02/25/23 12:00 | Removed _
02/27/23 07:33 | Added EB | Winter Conditions —
02/27/23 14:13 | Updated B | Winter Conditions —
02/27/23 17:06 | Updated | EB | Winter Conditions —

Conditions and Advisories for Rawlins: 180 between Exit 187, Creston Jct and Rawlins (Milepost 187.200 to 209.500)

Extreme
Date/Time Blow-Over
Risk
02/19/23 16:07 | —
02/20/23 23:20 | —
02/21/23 06:16 | —
02/21/23 15:06 | —
02/21/23 15:16 | —
02/22/23 0123 | —
02/22/2317:20 | —
02/23/23 14:08 | —
02/23/23 14:32 | —
02/24/23 09:51 | —
02/24/23 14:15 | —
02/24/23 14:32 | —
02/24/23 20:08 | —
Continued . ..
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Conditions and Advisories for Rawlins: 180 between Exit 187, Creston Jct and Rawlins (Milepost 187.200 to 209.500), continued

Extreme
Date/Time Blow Over
Risk
02/25/23 01:46 | —
02/25/23 12:00 | —
02/27/23 07:33 | —
02/27/23 14:13 | —
02/27/23 17:06 | —

Closures and Restrictions for Rawlins: 180 between Rawlins and Exit 235, Walcott Jct (Milepost 221.200 to 235.230)

Closures for All Vehicles C_Iosed to Light High Profile Ve-

Date/Time hicles

Status Dir. | Reason Status Dir. | Reason

02/19/23 09:19 | Added B | Winter Conditions —

Winter Conditions
2/19/2 : dated —

02/19/23 09:55 Update B and Crashes

02/20/23 23:20 Removed —
02/21/23 04:14 | Added B | Winter Conditions —
02/21/23 15:24 | Updated | WB | Winter Conditions —

02/21/23 16:34 | Updated | B | Winter Conditions —

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 09:54 | Updated | B | Winter Conditions —
02/23/23 14:02 | Updated | WB | Winter Conditions —

Continued . ..
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Closures and Restrictions for Rawlins: 180 between Rawlins and Exit 235, Walcott Jct (Milepost 221.200 to 235.230), continued

Closures for All Vehicles C'Iosed to Light High Profile Ve-
Date/Time hicles

Status Dir. | Reason Status Dir. | Reason

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 | Updated | WB | | (> cvening of |
2/24/23, crews will
reevaluate on the
morning of 2/24/23
Custom Closure
Reason: Winter
Conditions, |-80
02/24/23 09:51 Updated | WB crews will reevaluate |
on the evening of
2/24/23

02/24/23 15:53 Removed —
Winter Conditions
02/25/23 00:38 Added B and Crashes

02/25/23 12:19 Removed _
Winter Conditions

02/26/23 22:51 Added wB and Crashes _

02/26/23 23:10 | Updated | g | Vinter Conditions |

and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —

02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed _
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 | Removed _
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Conditions and Advisories for Rawlins: 180 between Rawlins and Exit 235, Walcott Jct (Milepost 221.200 to 235.230)

Extreme
Date/Time Blow-Over
Risk
02/19/23 09:19 | —
02/19/23 09:55 | —
02/20/23 23:20 | —
02/21/23 04:14 | —
02/21/23 15:24 | —
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/25/23 00:38 | —
02/25/23 12:19 | —
02/26/23 22:51 | —
02/26/23 23:10 | —
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —

Closures and Restrictions for Elk Mountain: 180 between Exit 235, Walcott Jct and Exit 255, WY 72 (Milepost 235.230 to 255.600)

Closures for All Vehicles C.Iosed to Light High Profile Ve-
Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 | — Added B | Gusting Winds

Continued . ..
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Closures and Restrictions for Elk Mountain: 180 between Exit 235, Walcott Jct and Exit 255, WY 72 (Milepost 235.230 to 255.600), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/19/23 05:03 | — Updated | g | Gusting Winds and
Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed

Winter Conditions
02/19/23 09:55 Updated —
/19/ paate B and Crashes

02/20/23 23:20 Removed Added B

02/21/23 04:14 | Added B | Winter Conditions Removed
02/21/23 15:24 | Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 | Updated B | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 | Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 1435 | Updated | w8 | ‘o3 ° wening of | —
2/24/23, crews will
reevaluate on the
morning of 2/24/23

Gusting Winds and
Slick Conditions

Continued . ..
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Closures and Restrictions for Elk Mountain: 180 between Exit 235, Walcott Jct and Exit 255, WY 72 (Milepost 235.230 to 255.600), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
02/24/23 09:51 | Updated | wp | —onditions: 1-80 —
crews will reevaluate
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Elk Mountain: 180 between Exit

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
Continued . ..

235, Walcott Jct and Exit 255, WY 72 (Milepost 235.230 to 255.600)
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Conditions and Advisories for Elk Mountain: 180 between Exit 235, Walcott Jct and Exit 255, WY 72 (Milepost 235.230 to 255.600), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Elk Mountain: 180 between Exit 255, WY 72 and Exit 267, Wagonhound Rd (Milepost 255.600 to 267.190)

Closures for All Vehicles

Closed to Light High Profile Ve-

until the evening of
2/24/23, crews will
reevaluate on the

morning of 2/24/23

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 — Added B Gusting Winds
i _ Gusting Winds and
02/19/23 05:03 Updated B Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed
Winter Conditions
02/19/23 09:55 Updated B and Crashes
. Gusting Winds and
02/20/2323:20 | Removed Added B | slick Conditions
02/21/23 04:14 Added B Winter Conditions Removed
02/21/23 15:24 Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 Updated B Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 Updated | WB —
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Closures and Restrictions for Elk Mountain: 180 between Exit 255, WY 72 and Exit 267, Wagonhound Rd (Milepost 255.600 to 267.190), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
02/24/23 09:51 | Updated | wp | —onditions: 1-80 —
crews will reevaluate
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Elk Mountain: 180 between Exit

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
Continued . ..

255, WY 72 and Exit 267, Wagonhound Rd (Milepost 255.600 to 267.190)
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Conditions and Advisories for Elk Mountain: 180 between Exit 255, WY 72 and Exit 267, Wagonhound Rd (Milepost 255.600 to 267.190), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Arlington: 180 between Exit 267, Wagonhound Rd and Arlington (Milepost 267.190 to 272.060)

Closures for All Vehicles

Closed to Light High Profile Ve-

until the evening of
2/24/23, crews will
reevaluate on the

morning of 2/24/23

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 — Added B Gusting Winds
i _ Gusting Winds and
02/19/23 05:03 Updated B Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed
Winter Conditions
02/19/23 09:55 Updated B and Crashes
. Gusting Winds and
02/20/2323:20 | Removed Added B | slick Conditions
02/21/23 04:14 Added B Winter Conditions Removed
02/21/23 15:24 Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 Updated B Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 Updated | WB —
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Closures and Restrictions for Arlington: 180 between Exit 267, Wagonhound Rd and Arlington (Milepost 267.190 to 272.060), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
Conditions, |-80
02/24/23 09:51 Updated | WB crews will reevaluate |
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Arlington: 180 between Exit 267, Wagonhound Rd and Arlington (Milepost 267.190 to 272.060)

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
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Conditions and Advisories for Arlington: 180 between Exit 267, Wagonhound Rd and Arlington (Milepost 267.190 to 272.060), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Arlington: 180 between Arlington and Exit 279, Cooper Cove Rd (Milepost 272.060 to 279.860)

Closures for All Vehicles

Closed to Light High Profile Ve-

until the evening of
2/24/23, crews will
reevaluate on the

morning of 2/24/23

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 — Added B Gusting Winds
i _ Gusting Winds and
02/19/23 05:03 Updated B Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed
Winter Conditions
02/19/23 09:55 Updated B and Crashes
. Gusting Winds and
02/20/2323:20 | Removed Added B | slick Conditions
02/21/23 04:14 Added B Winter Conditions Removed
02/21/23 15:24 Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 Updated B Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 Updated | WB —
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Closures and Restrictions for Arlington: 180 between Arlington and Exit 279, Cooper Cove Rd (Milepost 272.060 to 279.860), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
Conditions, |-80
02/24/23 09:51 Updated | WB crews will reevaluate |
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Arlington: 180 between Arlington and Exit 279, Cooper Cove Rd (Milepost 272.060 to 279.860)

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
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Conditions and Advisories for Arlington: 180 between Arlington and Exit 279, Cooper Cove Rd (Milepost 272.060 to 279.860), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Laramie: 180 between Exit 279, Cooper Cove Rd and Exit 290, Quealy Dome (Milepost 279.860 to 290.440)

Closures for All Vehicles

Closed to Light High Profile Ve-

until the evening of
2/24/23, crews will
reevaluate on the

morning of 2/24/23

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 — Added B Gusting Winds
i _ Gusting Winds and
02/19/23 05:03 Updated B Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed
Winter Conditions
02/19/23 09:55 Updated B and Crashes
. Gusting Winds and
02/20/2323:20 | Removed Added B | slick Conditions
02/21/23 04:14 Added B Winter Conditions Removed
02/21/23 15:24 Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 Updated B Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 Updated | WB —
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Closures and Restrictions for Laramie: 180 between Exit 279, Cooper Cove Rd and Exit 290, Quealy Dome (Milepost 279.860 to 290.440), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
02/24/23 09:51 | Updated | wp | —onditions: 1-80 —
crews will reevaluate
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Laramie: 180 between Exit 279, Cooper Cove Rd and Exit 290, Quealy Dome (Milepost 279.860 to 290.440)

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
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Conditions and Advisories for Laramie: 180 between Exit 279, Cooper Cove Rd and Exit 290, Quealy Dome (Milepost 279.860 to 290.440), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Laramie: 180 between Exit 290, Quealy Dome and Laramie (Milepost 290.440 to 313.190)

Closures for All Vehicles

Closed to Light High Profile Ve-

until the evening of
2/24/23, crews will
reevaluate on the

morning of 2/24/23

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/18/23 11:05 | — Added B | Gusting Winds
02/18/23 22:49 | — Removed
02/19/23 00:47 — Added B Gusting Winds
i _ Gusting Winds and
02/19/23 05:03 Updated B Slick Conditions
02/19/23 09:19 | Added B | Winter Conditions Removed
Winter Conditions
02/19/23 09:55 Updated B and Crashes
. Gusting Winds and
02/20/2323:20 | Removed Added B | slick Conditions
02/21/23 04:14 Added B Winter Conditions Removed
02/21/23 15:24 Updated | WB | Winter Conditions Added EB
02/21/23 15:28 In Effect | WB | Winter Conditions Removed
02/21/23 16:34 Updated B Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
02/23/23 09:54 | Updated B | Winter Conditions —
02/23/23 14:02 Updated | WB | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/23/23 14:35 Updated | WB —
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Closures and Restrictions for Laramie: 180 between Exit 290, Quealy Dome and Laramie (Milepost 290.440 to 313.190), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Winter
Conditions, |-80
02/24/23 09:51 Updated | WB crews will reevaluate |
on the evening of
2/24/23
02/24/23 15:53 | Removed _
i _ Gusting Winds and
02/24/23 16:21 Added B | ok Conditions
02/25/23 00:38 | Added g | Winter Conditions | o o ed
and Crashes
02/25/23 12:19 Removed Added B | Gusting Winds
02/25/2316:26 | — Removed
02/26/23 09:41 | — Added B | Gusting Winds
02/26/23 12:45 | — Removed
02/26/23 13:05 | — Added B | Gusting Winds
02/26/23 22:51 | Added | wp | Winter Conditions |\ 4 i 0q | EB
and Crashes
02/26/23 23:10 | Updated | g | VVinter Conditions | o ed
and Crashes
02/27/23 02:20 | Updated B | Winter Conditions —
02/27/23 11:36 | Updated | WB | Winter Conditions —
02/27/23 11:49 | Removed —
02/27/23 14:20 | Added WB | Winter Conditions —
02/27/23 17:01 Removed _

Conditions and Advisories for Laramie: 180 between Exit 290, Quealy Dome and Laramie (Milepost 290.440 to 313.190)

Generated on February 28, 2023

Extreme
Date/Time Blow-Over
Risk
02/18/23 11:05 | Added
02/18/23 22:49 | Removed
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Conditions and Advisories for Laramie: 180 between Exit 290, Quealy Dome and Laramie (Milepost 290.440 to 313.190), continued

Extreme
Date/Time Blow Over
Risk
02/19/23 00:47 | Added
02/19/23 05:03 | In Effect
02/19/23 09:19 | Removed
02/19/23 09:55 | —
02/20/23 23:20 | Added
02/21/23 04:14 | Removed
02/21/23 15:24 | Added
02/21/23 15:28 | Removed
02/21/23 16:34 | —
02/22/23 17:20 | —
02/23/23 09:54 | —
02/23/23 14:02 | —
02/23/23 14:35 | —
02/24/23 09:51 | —
02/24/23 15:53 | —
02/24/23 16:21 | Added
02/25/23 00:38 | Removed
02/25/23 12:19 | Added
02/25/23 16:26 | Removed
02/26/23 09:41 | Added
02/26/23 12:45 | Removed
02/26/23 13:05 | Added
02/26/23 22:51 | In Effect
02/26/23 23:10 | Removed
02/27/23 02:20 | —
02/27/23 11:36 | —
02/27/23 11:49 | —
02/27/23 14:20 | —
02/27/23 17:01 | —
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Closures and Restrictions for Laramie: 180 between Laramie and Exit 323, Happy Jack Rd (Milepost 317.450 to 323.050)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/19/23 11:42 | Added WB | Rolling Closure —
02/20/23 12:07 Updated | WB | Winter Conditions —
02/20/23 12:09 | Updated | WB | Rolling Closure —

02/20/23 20:36 | In Effect | WB | Rolling Closure Added EB
02/20/23 23:32 Removed In Effect EB
02/20/23 23:38 | — Removed
02/21/23 05:13 | Added WB | Rolling Closure —

02/21/23 10:08 | In Effect | WB | Rolling Closure Added EB
02/21/23 14:40 | In Effect | WB | Rolling Closure Removed

02/22/23 15:24 | Updated B | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:42 Updated | WB | until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

Continued . ..
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Closures and Restrictions for Laramie: 180 between Laramie and Exit 323, Happy Jack Rd (Milepost 317.450 to 323.050), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:47

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:48

Updated

WB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:23

Updated

WB

Rolling Closure

02/23/23 14:34

Updated

WB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23

02/24/23 09:51

Updated

WB

Custom Closure
Reason: Rolling
Closure, 1-80 crews
will reevaluate on the
evening of 2/24/23

02/24/23 14:58

Removed

02/25/23 02:18

Added

WB

Rolling Closure

02/25/23 12:09

Removed
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Closures and Restrictions for Laramie: 180 between Laramie and Exit 323, Happy Jack Rd (Milepost 317.450 to 323.050), continued

Closures for All Vehicles C'Iosed to Light High Profile Ve-
Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
02/26/23 23:09 | — Added B | Gusting Winds
02/27/23 05:38 | Added WB | Rolling Closure Updated | EB
02/27/23 06:40 In Effect | WB | Rolling Closure Removed
02/27/23 12:06 Removed —

Conditions and Advisories for Laramie: 180 between Laramie and Exit 323, Happy Jack Rd (Milepost 317.450 to 323.050)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:42 | —
02/20/23 12:07 | —
02/20/23 12:09 | —
02/20/23 20:36 | Added
02/20/23 23:32 | In Effect
02/20/23 23:38 | Removed
02/21/23 05:13 | —
02/21/23 10:08 | Added
02/21/23 14:40 | Removed
02/22/23 15:24 | —
02/22/23 17:20 | —
02/22/23 17:42 | —
02/22/23 17:47 | —
02/22/23 17:48 | —
02/23/23 14:23 | —
02/23/23 14:34 | —
02/24/23 09:51 | —
02/24/23 14:58 | —
02/25/23 02:18 | —
02/25/23 12:09 | —
02/26/23 23:09 | Added
Continued . . .
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Conditions and Advisories for Laramie: 180 between Laramie and Exit 323, Happy Jack Rd (Milepost 317.450 to 323.050), continued

Extreme
Date/Time Blow Over
Risk
02/27/23 05:38 | In Effect
02/27/23 06:40 | Removed

02/27/23 12:06 | —

Closures and Restrictions for Laramie: 180 between Exit 323, Happy Jack Rd and Exit 335, Buford (Milepost 323.050 to 335.110)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/19/23 11:42 | Added WB | Rolling Closure —

02/20/23 12:07 Updated | WB | Winter Conditions —
02/20/23 12:09 | Updated | WB | Rolling Closure —

02/20/23 20:36 In Effect | WB | Rolling Closure Added EB
02/20/23 23:32 | Removed In Effect | EB
02/20/23 23:38 | — Removed
02/21/23 05:13 | Added WB | Rolling Closure —

02/21/23 10:08 | In Effect | WB | Rolling Closure Added EB
02/21/23 14:40 In Effect | WB | Rolling Closure Removed

02/22/23 15:24 Updated B | Winter Conditions —
Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 Updated B until the evening of —
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

Continued . ..
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Closures and Restrictions for Laramie: 180 between Exit 323, Happy Jack Rd and Exit 335, Buford (Milepost 323.050 to 335.110), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status Dir.

Reason

Status

Dir.

Reason

02/22/23 17:42 | Updated | WB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:47 | Updated | B

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:48 Updated | WB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23

02/23/23 14:23 | Updated | WB

Rolling Closure

02/23/23 14:34 | Updated | WB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/24/23,
crews will reevaluate
on the morning of
2/24/23
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Closures and Restrictions for Laramie: 180 between Exit 323, Happy Jack Rd and Exit 335, Buford (Milepost 323.050 to 335.110), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Rolling
02/24/23 09:51 | Updated | WB | Closure, 1-80 crews —
will reevaluate on the
evening of 2/24/23
02/24/23 14:58 Removed —
02/25/23 02:18 | Added WB | Rolling Closure —
02/25/23 12:09 Removed —
02/26/23 23:09 | — Added B | Gusting Winds
02/27/23 05:38 | Added WB | Rolling Closure Updated | EB
02/27/23 06:40 In Effect | WB | Rolling Closure Removed
02/27/23 12:06 Removed —

Conditions and Advisories for Laramie: 180 between Exit 323, Happy Jack Rd and Exit 335, Buford (Milepost 323.050 to 335.110)

Generated on February 28, 2023

Extreme
Date/Time Blow-Over

Risk
02/19/23 11:42 | —
02/20/23 12:07 | —
02/20/2312:09 | —
02/20/23 20:36 | Added
02/20/23 23:32 | In Effect
02/20/23 23:38 | Removed
02/21/23 05:13 | —
02/21/23 10:08 | Added
02/21/23 14:40 Removed
02/22/23 15:24 | —
02/22/23 17:20 | —
02/22/23 17:42 | —
02/22/23 17:47 | —
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Conditions and Advisories for Laramie: 180 between Exit 323, Happy Jack Rd and Exit 335, Buford (Milepost 323.050 to 335.110), continued

Extreme
Date/Time Blow Over
Risk
02/22/23 17:48 | —
02/23/23 14:23 | —
02/23/23 14:34 | —
02/24/23 09:51 | —
02/24/23 14:58 | —
02/25/23 02:18 | —
02/25/23 12:09 | —
02/26/23 23:09 | Added
02/27/23 05:38 | In Effect
02/27/23 06:40 | Removed
02/27/23 12:06 | —

Closures and Restrictions for Cheyenne: 180 between Exit 335, Buford and Exit 348, Otto Rd (Milepost 335.110 to 348.360)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/19/23 11:42 | Added WB | Rolling Closure —
02/20/23 12:07 Updated | WB | Winter Conditions —
02/20/23 12:09 Updated | WB | Rolling Closure —

02/20/23 20:36 | In Effect | WB | Rolling Closure Added EB
02/20/23 23:32 Removed In Effect EB
02/20/23 23:38 | — Removed
02/21/23 05:13 | Added WB | Rolling Closure —

02/21/23 10:08 | In Effect | WB | Rolling Closure Added EB
02/21/23 14:40 | In Effect | WB | Rolling Closure Removed

02/22/23 15:24 | Updated B | Winter Conditions —

Continued . ..
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Closures and Restrictions for Cheyenne: 180 between Exit 335, Buford and Exit 348, Otto Rd (Milepost 335.110 to 348.360), continued

Date/Time

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Status

Dir.

Reason

Status

Dir.

Reason

02/22/23 17:20

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:42

Updated

WB

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:47

Updated

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

02/22/23 17:48

Updated

WB

Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
evening of 2/23/23.
Crews will reevaluate
conditions on the
morning of 2/23/23
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Closures and Restrictions for Cheyenne: 180 between Exit 335, Buford and Exit 348, Otto Rd (Milepost 335.110 to 348.360), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/23/23 14:23 Updated | WB | Rolling Closure —
Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
02/23/23 14:34 | Updated | WB evening of 2/24/23, |
crews will reevaluate
on the morning of
2/24/23

Custom Closure
Reason: Rolling
02/24/23 09:51 Updated | WB | Closure, |-80 crews —
will reevaluate on the
evening of 2/24/23

02/24/23 14:58 Removed _
02/25/23 02:18 | Added WB | Rolling Closure —
02/25/23 12:09 Removed _

02/26/23 23:09 | — Added B | Gusting Winds
02/27/23 05:38 | Added WB | Rolling Closure Updated | EB
02/27/23 06:40 In Effect | WB | Rolling Closure Removed

02/27/23 12:06 Removed —

Conditions and Advisories for Cheyenne: 180 between Exit 335, Buford and Exit 348, Otto Rd (Milepost 335.110 to 348.360)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:42 | —
02/20/23 12:07 | —
02/20/23 12:09 | —
02/20/23 20:36 | Added
02/20/23 23:32 | In Effect
02/20/23 23:38 | Removed
Continued . ..
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Conditions and Advisories for Cheyenne: 180 between Exit 335, Buford and Exit 348, Otto Rd (Milepost 335.110 to 348.360), continued

Extreme
Date/Time Blow Over
Risk
02/21/23 05:13 | —
02/21/23 10:08 | Added
02/21/23 14:40 | Removed
02/22/23 15:24 | —
02/22/2317:20 | —
02/22/23 17:42 | —
02/22/23 17:47 | —
02/22/23 17:48 | —
02/23/23 14:23 | —
02/23/23 14:34 | —
02/24/23 09:51 | —
02/24/23 14:58 | —
02/25/23 02:18 | —
02/25/23 12:09 | —
02/26/23 23:09 | Added
02/27/23 05:38 | In Effect
02/27/23 06:40 | Removed
02/27/2312:06 | —

Closures and Restrictions for Cheyenne: 180 between Exit 348, Otto Rd and Exit 359, Junction I-25 (Milepost 348.360 to 358.500)

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles
Status Dir. | Reason Status Dir. | Reason

02/19/23 11:42 | Added WB | Rolling Closure —
02/20/23 12:07 | Updated | WB | Winter Conditions —
02/20/23 12:09 Updated | WB | Rolling Closure —

02/20/23 20:36 In Effect | WB | Rolling Closure Added EB
02/20/23 23:32 | Removed In Effect | EB
02/20/23 23:38 | — Removed

02/21/23 05:13 | Added WB | Rolling Closure —
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Closures and Restrictions for Cheyenne: 180 between Exit 348, Otto Rd and Exit 359, Junction I-25 (Milepost 348.360 to 358.500), continued

Closures for All Vehicles

Closed to Light High Profile Ve-

hicles

Date/Time
Status Dir. | Reason

Status

Dir.

Reason

02/21/23 10:08 In Effect | WB | Rolling Closure

Added

EB

02/21/23 14:40 In Effect | WB | Rolling Closure

Removed

02/22/23 15:24 | Updated | B | Winter Conditions

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:20 | Updated B | until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:42 Updated | WB | until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23

Custom Closure
Reason: Winter
Conditions, 1-80 is
likely to be closed
02/22/23 17:47 Updated B | until the evening of
2/23/23. Crews will
reevaluate conditions
on the morning of
2/23/23
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Closures and Restrictions for Cheyenne: 180 between Exit 348, Otto Rd and Exit 359, Junction I-25 (Milepost 348.360 to 358.500), continued

Closures for All Vehicles Closed to Light High Profile Ve-

Date/Time hicles

Status Dir. | Reason Status Dir. | Reason
Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
02/22/23 17:48 Updated | WB evening of 2/23/23. —
Crews will reevaluate
conditions on the

morning of 2/23/23
02/23/23 14:23 Updated | WB | Rolling Closure —
Custom Closure
Reason: Rolling
Closure, 1-80 is likely
to be closed until the
02/23/23 14:34 Updated | WB evening of 2/24/23, —
crews will reevaluate
on the morning of
2/24/23

Custom Closure
Reason: Rolling
02/24/23 09:51 Updated | WB | Closure, I-80 crews —
will reevaluate on the
evening of 2/24/23
02/24/23 14:58 Removed —
02/25/23 02:18 | Added WB | Rolling Closure —

02/25/23 12:09 Removed —

02/26/23 23:09 | — Added B | Gusting Winds
02/27/23 05:38 | Added WB | Rolling Closure Updated | EB
02/27/23 06:40 In Effect | WB | Rolling Closure Removed

02/27/23 12:06 | Removed —
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Conditions and Advisories for Cheyenne: 180 between Exit 348, Otto Rd and Exit 359, Junction I-25 (Milepost 348.360 to 358.500)

Extreme
Date/Time Blow-Over
Risk
02/19/23 11:42 | —
02/20/23 12:07 | —
02/20/23 12:09 | —
02/20/23 20:36 | Added
02/20/23 23:32 | In Effect
02/20/23 23:38 | Removed
02/21/23 05:13 | —
02/21/23 10:08 | Added
02/21/23 14:40 | Removed
02/22/23 15:24 | —
02/22/23 1720 | —
02/22/23 17:42 | —
02/22/23 1747 | —
02/22/23 17:48 | —
02/23/23 14:23 | —
02/23/23 14:34 | —
02/24/23 09:51 | —
02/24/23 14:58 | —
02/25/23 02:18 | —
02/25/23 12:09 | —
02/26/23 23:09 | Added
02/27/23 05:38 | In Effect
02/27/23 06:40 | Removed
02/27/23 12:06 | —
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